Omni

Process

BAR 17

En palitlig trycktransmitter fran Vega

En enkel tryckgivare for vatske, gas eller angapplikationer.
Finns i bade som absolut och dvertrycks transmitter

BAR 17 har en piezoresistiv / strain gauge sensor beroende pa
processtryck samt finns med framskjutet membran
BAR 17 &r 2 tradsmatad 12 — 30 VDC med en 4-20 mA utsignal

Enkel
e 15" e | prozess ahslutning
e Robust
e Matomraden upp till 600 bar
e Elektrisk anslutning med
Hirshmann kontakt eller M12

Ekonomisk
e Langtidsstabil

Lag driftskostnad
Membran 1 316 Ti ar standard
Fasta matomraden

IP 65 klassad ( IP 67 Option )
Processtemp upp till 150 gr C
Lagt pris

Noggrann
e Matfel mindre &n +/- 0,5 % av matomradet

OmniProcess AB

Vretenvagen 12, 171 54 Solna, 08-564 808 40
WWW.omniprocess.se



without
ATEX Il 1/2G, 2G EExia lIC T
ATEX I 1/2G, 2G EExia lIC T6+ATEX Il 1/2D IP6X T+M1 D
ATEX Il 1/2G, EExia IIC T6 + Ship approval
Process fitting / Material
GDX G'2B, manometer connection / 316Ti
TBX Glz2Ainner G¥A/ 1.4571(316Ti)
861 Thread G'vB, flush /316Ti w. o-ring, =1,6 bar/ NBR
86L Thread G'zB, flush /316Ti w. o-ring, =1.6bar / Viton
86B Thread G'zB, flush / 316Ti w.o-ring, >1.6 bar/EPDM
851 Thread G1B, flush /316Ti w.o-ring, up to 1.6bar/NBR
85L Thread G1B,flush/316Ti w.o-ring, up to 1.6bar / Viton
85B Thread G1B, flush /316Ti w.o-ring,up to 1.6bar/EPDM
84L Thread G1B, hygienic/316Ti, max.25 bar / Viton 2
84B Thread G1B, hygienic/316Ti, max25 bar/EPDM?2
GBX G%aB manometer connection / 316Ti
NBX Thread NPT /316Ti
NDX Thread »-2NPT /316Ti
Pressure
B Gauge pressure
S Absolute pressure®

Measuring range

LA .1...0 bar (-10...0 kPa)

KA .16...0 bar (-16...0 kPa)

GA .25...0 bar (-25...0 kPa)

FA 4...0 bar (-40...0 kPa)

.6...0 bar (-60...0 kPa)
...0 bar (-100...0 kPa)

.1 bar (0...10 kPa)
.16 bar (0...16 kPa)
.25 bar (0...25 kPa)
.4 bar (0...40 kPa)
.6 bar (0...60 kPa)

bar (0...100 kPa)
.6 bar (0...160 kPa)
5 bar (0...250 kPa)

bar (0...400 kPa)

bar (0...600 kPa)
..10 bar (0...1000 kPa)
..16 bar (0...1600 kPa)
..25 bar (0...2500 kPa)
..40 bar (0...4000 kPa)
.60 bar (0...6000 kPa)
..100 bar (0...10000 kPa)
..160 bar (0...16000 kPa)
..250 bar (0...25000 kPa)
.. 400 bar (0...40000 kPa)
..600 bar (0...60000 kPa)
Electrical connection / Protection

A4 Angle plug connector DIN43650 / IP65
M4 Circular plug connector, 4-pole w. screwed plug M12x1
DL Cable outlet/IP 67

EM Cable outlet/IP 68 (0.5 bar)

FW Terminal housing 316L with plastic threaded fitting / IP&67
FV Terminal housing 316L with StSt threaded fitting/IP67

Cable length

ohivaspobooo

00000000000000000000

Features / Cleaning procedure
Without
Oil/grease-free in the medium sect.medi.halocarbon oil
Qil and grease-free for oxygen applications 4
Fill fluid and materials suitable for foodstuffs
Silicone-free version
Temperature range
-30...100°C (standard product tem perature)
-40...125°C (product temperature)
-20...150°C (product temperature, with cooling element)
-20...60°C (product tem perature)
-20...80°C (ambient temperature with EExia)®
Certificate / Standard
Z no
1 Inspection certificate 3.1/EN10204 (material)

~ A A A A

~ h
[BR17.| | [ 1 I I I

1’ Electrical connection / Protection only "EM" possible

2 Only with Temperature range " C "

3 Only for Measuring ranges 0 ... 0.25 barup to O ... 16 bar
4 Product temperature max. 60 °C

5 See EC type approval certificate




